To run the devices, make sure the physical input on the I/O box is ON (this input was configured for Modbus mode.) 




Wiring diagram

Below is a modbus wiring diagram between Axiom plus terminal P2 and quickpanel jr. S|O terminal. Model #2880037 or QPK3D200C2P-A


QUICK PANEL JR



    AXIOM PLUS

  S|O Terminal



                P2 Terminal






   9 pin Female

25 Pin Male

QUICK NOTE:

Below is a quick note for modbus mapping registers and I/O between quickpanel jr. and the Axiom Plus. 

Quickpanel Jr.





LS will map to 4x for Axiom Plus registers 



Example:


 Tag = LS0001 

Map to RAM position register 1


 Use:  

-Numeric data entry icon to write to Axiom Plus register

-Numeric data display icon to read from Axiom register

OD will map to 0x space coil for Axiom Plus discrete I/O



Example:


Tag = OD0257     
Map to Forcing Flag 1


Use:

 
-Illuminated push button

         -Pilot Light





ID will map to 1X  space coil for Axiom Plus discrete I/O


Example:


Tag = D0001     
Map to Physical input 1


Use:

 
-Illuminated push button

         -Pilot Light


Trouble shooting Note:

If QP request for memory initialization, the password is 1101

Program software is Quick designer 3.7V
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